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1
APPARATUS FOR MOUNTING A
PHOTOVOLTAIC MODULE

BACKGROUND OF THE INVENTION

The solar industry is growing world-wide and, as a result,
more-efficient structures are desirable for mounting a photo-
voltaic module to a structure, such as a roof of a home or other
building. Whereas many different structures are known, there
is a desire to reduce the complexity of such structures, and
improve the efficiency of such structures.

Therefore, there is a need for an improved apparatus for
mounting a photovoltaic module.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of several apparatuses of the
present invention as used to mount photovoltaic modules in
accordance with an embodiment of the invention;

FIG. 2 is a perspective view of an embodiment of the
mounting apparatus of the present invention;

FIG. 3 is a perspective view of the mounting apparatus
including ballast;

FIG. 4 is a perspective view of an embodiment of a bracket
in accordance with the principles of the present invention;

FIG. 5 is a side view of the bracket of FIG. 4;

FIG. 6 is a perspective view of an embodiment of a second
bracket in accordance with the principles of the present inven-
tion;

FIG. 7 is a side view of the bracket of FIG. 6;

FIG. 8 is a side view of the mounting apparatus with two
solar panels;

FIG. 9 is aperspective view of the mounting apparatus with
a solar panel;

FIG. 10 is a side view of the mounting apparatus with a
solar panel;

FIG. 11 is a perspective view of an alternative embodiment
of'aballast support structure in accordance with the principles
of the present invention;

FIG. 12 is a perspective view of the embodiment of FIG. 11
of the ballast support structure with ballast;

FIG. 13 is a perspective view of a second alternative
embodiment of a ballast support structure in accordance with
the principles of the present invention;

FIG. 14 is a perspective view of the embodiment of FIG. 13
of the ballast support structure with ballast;

FIG. 15 is a perspective view of a third alternative embodi-
ment of a ballast support structure in accordance with the
principles of the present invention;

FIG. 16 is a perspective view of the embodiment of FIG. 15
of the ballast support structure with ballast; and

FIG. 17 illustrates a roof penetration structure in accor-
dance with the principles of the present invention.

DETAILED DESCRIPTION OF THE DRAWINGS

FIG. 1 is a perspective view of several apparatuses 100 for
mounting photovoltaic (PV) modules 10 on a roof in accor-
dance with an embodiment of the present invention. As will
be further described below, a single apparatus 100 is used to
mount a first PV module 12 at a first end of the apparatus and
a second PV module 14 at a second end of the apparatus.
Ballast 20 is provided in the apparatus 100 to retain the
mounting apparatus 100, and correspondingly, the photovol-
taic modules 10 on the surface of, for example, a roof, which
is not shown.
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As can be seen particularly in FIG. 2, the apparatus 100
includes a first support member 110 and a second support
member 120. A ballast support structure 130 is disposed
between the first support member 110 and the second support
member 120. In this embodiment, the ballast support struc-
ture 130 is a plurality of spaced-apart rods 132 that extend
between the first 110 and second 120 support members where
respective ends of the rods are mounted in the support mem-
bers. As discussed above, and as can be seen in FIG. 3, a
ballast member(s) 20 is placed in the ballast support structure
130 and is supported in the ballast support structure 130 to
retain the apparatus 100 on a surface. As can be further seen
with reference to FIG. 1, with the apparatus 100, the ballast
member 20 is located in the apparatus 100 between PV mod-
ules 12, 14 mounted in the apparatus 100, and thus, not under
the PV modules. This provides for easier handling of the
ballast member 20 with respect to the apparatus 100 and the
PV modules. Additionally, with this configuration, the ballast
shares the load between the PV modules 12, 14.

Since the first 110 and second 120 support members are
similarly configured, a further description of one of the sup-
port members will be provided and this description equally
applies to the other support member.

As such, in an embodiment, support member 110 is gen-
erally configured in a U-shaped. The support member 110 has
abottom leg 111 and two-upward extending legs 112,113. In
an operative configuration with a surface on which the sup-
port member 110 is mounted, the bottom leg 111 sits on the
surface and the legs 112, 113 extend upward from the surface.
As shown in FIG. 1, each of the legs 112, 113 receive a frame
of a respective PV module to support the PV module on the
surface.

As can also be seen, the first leg 112 may extend at a
different angle from the bottom leg 111 than does the second
leg 113. Further, the first leg 112 is generally shorter than the
second leg 113. However, the present invention is not limited
to any particular parameters for these dimensions and these
parameters can be modified without departing from the spirit
and scope of the invention. As can be understood, and as
shown in FIG. 1, this configuration provides for an inclined
angle for a PV module when mounted on adjacent appara-
tuses.

The cross-sectional configuration of the support member
110 is also generally U-shaped and includes a bottom mem-
ber 114. The bottom member 114 is disposed on an outer
periphery 110A of the support member 110. The bottom
member 114 is generally a planar structure that is able to lie
co-planar with, and on, the surface of the structure on which
the apparatus 100 is mounted, e.g., a roof.

A first wall 115 and a second wall 116 extend from the
bottom member 114 and the first and second walls 115, 116
extend into an inner periphery 110B of the support member
110. As such, the bottom member 114 and walls 115, 116
generally form the U-shaped structure where the area
enclosed by the U-shaped structure is disposed on the inner
periphery side of the first support member 110. As can be
understood with this cross-sectional configuration, the bot-
tom member 114 and walls 115, 116 extend all along the
length of the support member 110.

As will be further discussed, a first distal end 112A and a
second distal end 113A of first support member 110 each
receive a respective bracket that is further used to mount PV
modules on the apparatus 100. Similarly, a first distal end
122 A and second distal end 123 A of second support member
120 also each receive a respective bracket that is further used
to mount PV modules on the apparatus 100
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As can be seen in FIGS. 2 and 3, and with further reference
to FIGS. 4-7, a respective first bracket 200 is disposed at both
the first distal end 112A of the first support member 110 and
the first distal end 122 A of the second support member 120. A
respective second bracket 300 is disposed at the second distal
ends 113 A, 123 A of the respective first and second support
members 110, 120.

As can be further seen in FIGS. 4-7, the first 200 and
second 300 brackets are somewhat similarly configured. As
can particularly be seen in FIGS. 4 and 5 for first bracket 200,
first bracket 200 includes a first leg 210 and a second leg 220.
The first leg 210 includes a hook-shaped portion 212 at a
distal end 210A of the first leg and defines a threaded hole 214
ataproximal end 210B of'the firstleg 210. The second leg 220
also includes a hook-shaped portion 222 at a distal end 220A
of'the second leg 220. As can be further seen, first bracket 200
also includes a third leg 230. The third leg 230 extends in an
opposite direction from the first leg 210 and the third leg 230
does not have a hook-shaped portion at a distal end 230A of
the third leg.

In this embodiment, the hook-shaped portions 212, 222 of
the respective legs 210, 220 of the first bracket 200 are also
generally U-shaped. However, the present invention is not
limited to this shape. All that is required is that a member is
receivable within this structure. For example, this structure
could be V-shaped, or any other shape that can perform the
function of these portions of the respective legs. As will be
further explained below, and as mentioned previously, a distal
end of the support member is receivable within the hook-
shaped portion 212 of the first leg 210 of the first bracket 200.
A distal end of a frame of'a PV module is receivable within the
hook-shaped portion 222 of the second leg 220 of the first
bracket 200.

As can be further seen, the second leg 220 of the first
bracket 200 includes a cam surface 223 at a distal end 222 A of
the hook-shaped portion 222. This cam surface 223 is angled
facing in an outward direction from the first leg 210. The cam
surface 223 provides for ease in inserting the frame of a PV
module into the bracket when mounting the frame in the
bracket. The frame can be first positioned on, and then slid
down, the cam surface 223. This assists in positioning the
frame with respect to the bracket and inserting the frame
within the bracket. This further assists in a similar manner
when removing the frame from the bracket.

Further associated with the cam surface 223 and distal end
222A ofthehook-shaped portion 222 is another surface 223A
that provides a transition between the cam surface 223 and
hook-shaped portion 222. This structure also assists in guid-
ing and positioning the frame within the bracket, and corre-
spondingly, removing the frame from the bracket.

Second bracket 300, as mentioned above, is generally con-
figured similarly to first bracket 200 and can be particularly
seenin FIGS. 6 and 7. Thus, second bracket 300 also includes
a first leg 310 and a second leg 320. The first leg 310 includes
ahook-shaped portion 312 at a distal end 310A of the first leg
and defines a threaded hole 314 at a proximal end 310B of the
first leg 310. The second leg 320 also includes a hook-shaped
portion 322 at a distal end 320A of the second leg 320. Second
bracket 300 also includes a third leg 330. The third leg 330
extends in an opposite direction from the first leg 310 and the
third leg 330 does not have a hook-shaped portion at a distal
end 330A of the third leg.

As with the hook-shaped portions 212, 222 of the respec-
tive legs 210, 220 of the first bracket 200, the hook-shaped
portions 312, 322 ofthe respective legs 310, 320 of the second
bracket 300 are also generally U-shaped. However, as dis-
cussed above, the present invention is not limited to this
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shape. As will be further explained below, and as also previ-
ously mentioned, a second distal end of the support member
is receivable within the hook-shaped portion 312 of the first
leg 310 of the second bracket 300 and a distal end of a frame
of'a second PV module is receivable within the hook-shaped
portion 322 of the second leg 320 of the second bracket 300.

Also similarly, the second leg 320 of the second bracket
300 includes a cam surface 323 at a distal end 322A of the
hook-shaped portion 322. This cam surface 323 is also angled
facing in an outward direction from the first leg 310. The cam
surface 323 provides for the same functionality as discussed
above with respect to cam surface 223 of first bracket 200.

Further, associated with the cam surface 323 and distal end
322A of the hook-shaped portion 322, is another surface
323 A that provides a transition between the cam surface 323
and hook-shaped portion 322. This structure also provides the
same functionality as discussed above with respect to the
corresponding structure of the first bracket 200.

Whereas the first bracket 200 and the second bracket 300
are somewhat similarly configured, a difference between the
two brackets is the angle of the second legs 220, 320 with
respect to the respective first legs 210, 310. As can be particu-
larly seen in FIGS. 4 and 5 as compared to FIGS. 6 and 7, the
second legs 220, 320 of the respective first and second brack-
ets 200, 300 are disposed at different angles from the respec-
tive first legs 210, 310. As can be seen particularly in FIG. 5,
the second leg 220 of first bracket 200 is disposed at an angle
of'less than 90° from the first leg 210 of the first bracket 200.
And, as can be particularly seen in FIG. 7, the second leg 320
of'the second bracket 300 is disposed at an angle of substan-
tially 90° from the first leg 310 of the second bracket 300. As
can be understood, these differences in the angles for the
brackets are associated with the other parameters of the
mounting apparatus, e.g., angle and length of the legs of the
support members.

A further difference between the two brackets 200, 300 is
that second bracket 300 also includes a cam surface 313 at the
distal end 310A of the firstleg 310. This cam surface 313 can
also provide for assisting in guiding and positioning the PV
module frame within the bracket, and correspondingly,
removing the frame from the bracket.

FIG. 8 illustrates the mounting apparatus 100 in an opera-
tive configuration with two PV panels 400, 410. In this side
view, only a single support member, i.e., support member
110, with a first bracket 200 and a second bracket 300 is
illustrated. However, as can be understood, in this operative
configuration, a similarly configured second support member
120, with respective first and second brackets 200, 300, is also
used in mounting PV panels 400, 410.

As can be seen, a first bracket 200 is disposed at the first
distal end 112A of first support member 110 and a second
bracket 300 is disposed at the second distal end 113 A of the
first support member 110. The frame of first PV module 400
is received within first bracket 200 and the frame of second
PV module 410 is received with second bracket 300. Ballast
member 500 is provided in the apparatus 100 to retain the
mounting apparatus 100, and correspondingly, the photovol-
taic modules 400, 410 on the surface of, for example, a roof.

Reference is made to FIGS. 9 and 10 for more-particularly
describing the operative configuration between the support
members, the brackets, and the PV modules. In FIGS. 9 and
10, only one of the support members, brackets, and PV mod-
ules is illustrated, however, as can be understood, this opera-
tive configuration is applicable equally as well to the other
support member, brackets, and PV module.

As can be seen, to mount the first bracket 200 onto the first
support member 110, first the hook-shaped portion 212 of the
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first leg 210 of the first bracket 200 is slid, and optionally
snapped, onto the bottom member 114 of the first support
member 110 at the first distal end 112A of the first support
member 110. Then, an engagement member 600, which may
be a threaded bolt, is used to further secure the first bracket
200 onto the first support member 110. The engagement
member 600 is disposed through a hole defined by the first
distal portion 112B of the first support member 110 and the
threaded hole 214 in the first leg 210 of the first bracket 200.
The hole defined by the first distal portion 112B is unthreaded
and is disposed within bottom member 114. As can be further
seen, the engagement member 600 has a head that is located
remote from the PV module 400, i.e., on a side of bottom
member 114 that is opposite from the PV module 400.

In this operative configuration between the first bracket
200 and the first support member 110, the first leg 210 and
third leg 230 of the first bracket 200 extend substantially
along, and in contact with, at least in part, the bottom member
114 at the first distal portion 112B of the first support member
110. This configuration of the bracket with respect to the
support member allows the bracket 200 to resist rotation in
the vertical direction, i.e., in a direction substantially perpen-
dicular to the planar surface on which the apparatus 100 is
mounted.

As can be further seen in FIGS. 9 and 10, PV module 400
is disposed in bracket 200. The frame member 402 of PV
module 400 is disposed in bracket 200 and a distal end 402A
of frame member 402 is secured in hook-shaped portion 222
of second leg 220 of first bracket 200.

To further secure frame member 402 of PV module 400 in
bracket 200, the engagement member 600 is further extended
through first support member 110 and bracket 200. In this
further extended position for engagement member 600, a
distal end 610 of engagement member 600 engages with
frame member 402 of PV module 400. This further secures
distal end 402 A of frame member 402 in hook-shaped portion
222 of bracket 200.

Because an engagement member 600 is further utilized, the
bracket does not need to be sized for any particular size PV
module frame. The frame is placed in the bracket and then any
spacing between the frame and the first leg 210 of the bracket
can be accommodated for by the engagement member 600.
Thus, the PV module frame does not have to engage with first
leg 210 of the bracket. If the PV module frame does not
engage with the first leg, the bolt further serves as a constrain-
ing surface for the frame in the bracket.

FIG. 9 illustrates a spaced relationship between the PV
module frame 402 and the first leg 210 of bracket 200 with the
engagement member 600 engaging PV frame 402. FIG. 10
illustrates an adjacent relationship between the PV module
frame 402 and the first leg 210 of bracket 200, again with the
engagement member 600 engaging PV frame 402

Thus, as discussed above, the “bucket shape” of the brack-
ets formed by the first and second legs allows for accommo-
dating PV frames of different thicknesses and also allows for
thermal expansion of the legs.

Additionally, the contact between engagement member
600 and PV module frame 402 can result in engagement
member 600 penetrating the annodization of the PV module
frame, and as such, providing for PV module frame electrical
bonding through the apparatus. The engagement member 600
does not penetrate the wall of the PV module frame.

Further, with the brackets of the present invention, the
entire forces associated with securing the PV frames in the
brackets are loaded onto the brackets. There is no load sharing
with the support members, which provides for efficiencies in
the design of the different components.
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FIG. 11 illustrates an alternative embodiment for a ballast
support structure 700 in accordance with the principles of the
present invention. In this embodiment, the ballast support
structure 700 is a plate 710 that extends between the first and
second support structures 110, 120. Plate 710 can include
formed tabs 720 that extend from a surface 730 of the plate
710. The tabs 720 engage with ballast to position the ballast
on the plate 710 of the ballast support structure 700.

FIG. 12 illustrates the ballast support structure 700 of F1G.
11 with ballast members 740 disposed on the ballast support
structure 700.

FIG. 13 illustrates a second alternative embodiment for a
ballast support structure 800 in accordance with the prin-
ciples ofthe present invention. In this embodiment, the ballast
support structure 800 is a contiguous rod 810 that is attached
at the first and second distal portions 112B, 113B of the first
support member 110 and at the first and second distal portions
122B, 123B of the second support member 120. FIG. 14
illustrates the ballast support structure 800 of FIG. 13 with
ballast members 820 disposed on the contiguous rod 810.

FIG. 15 illustrates a third alternative embodiment for a
ballast support structure 900 in accordance with the prin-
ciples ofthe present invention. In this embodiment, the ballast
support structure 900 includes a pair of spaced-apart
L-shaped members 910 that extend between the first and
second support members 110, 120. The ballast support struc-
ture 900 may also include a flat member 920 that extends
across the first and second support members 110, 120 at the
respective second distal portions 113B, 123B of the support
members. This flat member 920 does not necessarily support
a ballast member, but rather, can provide for stability between
the support members at their second distal portions. FIG. 16
illustrates the ballast support structure 900 of FIG. 15 with a
ballast member 930 disposed on the ballast support structure
900.

FIG. 17 illustrates the apparatus 100 with a roof penetra-
tion structure 1000 extending between the first and second
support members 110, 120. The roof penetration structure
1000 includes a support member 1010 and a plate 1020. In
this embodiment, a rod(s) 132 of the ballast support structure
130 is disposed between the support member 1010 and the
plate 1020. This configuration serves to secure the roof pen-
etration structure 1000 onto the apparatus 100. The plate 1020
can rest on the surface of the structure on which the apparatus
is placed. A ballast member can be associated with the sup-
port member 1010.

The support member 1010 and plate 1020 each define a
respective hole 1030 therein (hole 1030 in plate 1020 is not
visible). The holes are aligned such that a securement mem-
ber (not shown) can be disposed through the aligned holes,
and thus through the apparatus 100, and into the surface on
which the apparatus is placed to further secure the apparatus
to the surface.

The foregoing disclosure has been set forth merely to illus-
trate the invention and is not intended to be limiting. Since
modifications of the disclosed embodiments incorporating
the spirit and substance of the invention may occur to persons
skilled in the art, the invention should be construed to include
everything within the scope of the appended claims and
equivalents thereof.

What is claimed is:

1. An apparatus for mounting a photovoltaic module, com-
prising:

a first support member;

a second support member;
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a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket, wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of'the second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;

a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of'the first support member is disposable in the
hook-shaped portion of the first leg of the second
bracket;

athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket; and

a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket;

wherein the hook-shaped portions of the respective legs are
generally U-shaped.

2. The apparatus according to claim 1:

wherein the second leg of the first bracket is disposed at an
angle of less than 90° from the first leg of the first
bracket;

and wherein the second leg of the third bracket is disposed
at an angle of'less than 90° from the first leg of the third
bracket.

3. The apparatus according to claim 1, wherein the ballast
support structure is a plate that extends between the first and
second support members.

4. An apparatus for mounting a photovoltaic module, com-
prising:

a first support member;

a second support member;

a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket, wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of'the second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;

a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of'the first support member is disposable in the
hook-shaped portion of the first leg of the second
bracket;
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athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket; and

a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket;

wherein the first legs of the respective brackets each define
a hole.

5. The apparatus according to claim 4, further comprising:

a first engagement member disposable though the hole of
the first leg of the first bracket and a hole defined at a first
distal portion of the first support member;

a second engagement member disposable though the hole
of'the first leg of the second bracket and a hole defined at
a second distal portion of the first support member;

a third engagement member disposable though the hole of
the first leg of the third bracket and a hole defined at a
first distal portion of the second support member; and

a fourth engagement member disposable though the hole of
the first leg of the fourth bracket and a hole defined at a
second distal portion of the second support member.

6. The apparatus according to claim 5, wherein the respec-

tive engagement members are bolts.

7. An apparatus for mounting a photovoltaic module, com-

prising:

a first support member;

a second support member;

a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket, wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
ofthe second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;

a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of'the first support member is disposable in the
hook-shaped portion of the first leg of the second
bracket;

athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket; and

a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
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distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket;

wherein the first bracket includes a third leg, wherein the
third leg extends in an opposite direction from the first
leg, and wherein the third leg does not have a hook-
shaped portion at a distal end of the third leg;

wherein the second bracket includes a third leg, wherein
the third leg extends in an opposite direction from the
first leg, and wherein the third leg does not have a hook-
shaped portion at a distal end of the third leg;

wherein the third bracket includes a third leg, wherein the
third leg extends in an opposite direction from the first
leg, and wherein the third leg does not have a hook-
shaped portion at a distal end of the third leg;

and wherein the fourth bracket includes a third leg, wherein
the third leg extends in an opposite direction from the
first leg, and wherein the third leg does not have a hook-
shaped portion at a distal end of the third leg.

8. The apparatus according to claim 7:

wherein the first and third legs of the first bracket, in an
operative configuration with the first support member,
extend along and in contact with a first distal portion of
the first support member;

wherein the first and third legs of the second bracket, in an
operative configuration with the first support member,
extend along and in contact with a second distal portion
of' the first support member;

wherein the first and third legs of the third bracket, in an
operative configuration with the second support mem-
ber, extend along and in contact with a first distal portion
of the second support member;

and wherein the first and third legs of the fourth bracket, in
an operative configuration with the second support
member, extend along and in contact with a second distal
portion of the second support member.

9. An apparatus for mounting a photovoltaic module, com-

prising:

a first support member;

a second support member;

a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket, wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of'the second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;

a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of'the first support member is disposable in the
hook-shaped portion of the first leg of the second
bracket;

athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket; and

a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
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hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket;

wherein the first and second support members each have a
bottom member and wherein the respective bottom
members are disposed on a respective outer periphery of
the respective support members;

wherein respective first and second walls extend from the
bottom members of the first and second support mem-
bers and wherein the first and second walls extend into a
respective inner periphery of the respective support
members.

10. The apparatus according to claim 9:

wherein the first and second distal ends of the first support
member are disposed on the bottom member of the first
support member;

and wherein the first and second distal ends of the second
support member are disposed on the bottom member of
the second support member.

11. An apparatus for mounting a photovoltaic module,

comprising:

a first support member;

a second support member;

a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket, wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
ofthe second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;

a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of'the first support member is disposable in the
hook-shaped portion of the first leg of the second
bracket;

athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket; and

a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket;

wherein the second leg of the second bracket is disposed at
an angle of substantially 90° from the first leg of the
second bracket;

and wherein the second leg of the fourth bracket is disposed
at an angle of substantially 90° from the first leg of the
fourth bracket.

12. An apparatus for mounting a photovoltaic module,

comprising:
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a first support member;

a second support member;

a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket, wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of'the second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;

a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of'the first support member is disposable in the
hook-shaped portion of the first leg of the second
bracket;

athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket; and

a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket;

wherein the second legs of the respective brackets each
include a cam surface at a distal end of the hook-shaped
portion.

13. An apparatus for mounting a photovoltaic module,

comprising:

a first support member;

a second support member;

a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket, wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of'the second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;

a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of'the first support member is disposable in the
hook-shaped portion of the first leg of the second
bracket;

athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket; and
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a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket;

wherein the ballast support structure is a plurality of
spaced-apart rods that extend between the first and sec-
ond support members.

14. An apparatus for mounting a photovoltaic module,

comprising:

a first support member;

a second support member;

a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket, wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
ofthe second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;

a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of'the first support member is disposable in the
hook-shaped portion of the first leg of the second
bracket;

athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket; and

a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket;

wherein the ballast support structure is a contiguous rod
that is attached at first and second distal portions of the
first support member and at first and second distal por-
tions of the second support member.

15. An apparatus for mounting a photovoltaic module,

comprising:

a first support member;

a second support member;

a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
ofthe second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;
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a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the first su ort member is disposable in the
hook-shaped portion of the first leg of the second
bracket;

athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket; and

a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket;

wherein the ballast support structure is a pair of spaced-
apart L-shaped members that extend between the first
and second support members.

16. An apparatus for mounting a photovoltaic module,

comprising:

a first support member;

a second support member;

a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket, wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of'the second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;

a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of'the first support member is disposable in the
hook-shaped portion of the first leg of the second
bracket;

athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket;

a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
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wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket; and

a roof penetration structure extending between the first and
second support members, wherein the roof penetration
structure defines a hole therein.

17. An apparatus for mounting a photovoltaic module in

combination with a first photovoltaic module and a second
photovoltaic module, comprising:

a first support member;

a second support member;

a ballast support structure, wherein the ballast support
structure is disposed between the first support member
and the second support member;

a first bracket, wherein the first bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first leg, wherein the
second leg includes a hook-shaped portion at a distal end
ofthe second leg, and wherein a first distal end of the first
support member is disposable in the hook-shaped por-
tion of the first leg of the first bracket;

a second bracket, wherein the second bracket includes a
first leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of'the first support member is disposable in the
hook-shaped portion of the first leg of the second
bracket;

athird bracket, wherein the third bracket includes a first leg
and a second leg, wherein the first leg includes a hook-
shaped portion at a distal end of the first le wherein the
second leg includes a hook-shaped portion at a distal end
of the second leg, and wherein a first distal end of the
second support member is disposable in the hook-
shaped portion of the first leg of the third bracket; and

a fourth bracket, wherein the fourth bracket includes a first
leg and a second leg, wherein the first leg includes a
hook-shaped portion at a distal end of the first leg,
wherein the second leg includes a hook-shaped portion
at a distal end of the second leg, and wherein a second
distal end of the second support member is disposable in
the hook-shaped portion of the first leg of the fourth
bracket;

wherein a frame member of the first photovoltaic module is
disposed in the hook-shaped portion of the second leg of
the first bracket and in the hook-shaped portion of the
second leg of the third bracket;

and wherein a frame member of the second photovoltaic
module is disposed in the hook-shaped portion of the
second leg of the second bracket and in the hook-shaped
portion of the second leg of the fourth bracket.
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